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SPECIFICATION:

Power source……………………...…………………...…100~240VAC 50/60Hz

Fan Relay Amps inductive……………………………...…... 3（2）A

Compressor Relay Amps inductive……………………..…... 1（0.5）A

Set point Temperature Range………………... …………..….5℃ to 35℃

Dimensions…………………………… 86mm×86mm×15mm (or 3.38″×3.38″×0.6″)

Color ……………………………………...……………...…. White

FEATURES:

 Large LCD display with backlight

 Optional programming Period: 7 individual day or Separate 5-day (weekday) and 1-day/1-day

(Saturday/Sunday) or Separate 5-day (weekday) and 2-day (weekend) programming with 6 or 4

separate time/temperature periods per day.
 Display shows both clock time and room temperature simultaneously
 Maintains the temperature to within 0.5 degree set point

 Auto fan with adjustable 3-fan speed.

 Permanent user setting retention during power loss, no batteries are required
 Pump protection available
 Optional temperature display of Celsius or Fahrenheit scale

IMPORTANT SAFETY INFORMATION:

 Always turn off power at the main power source by unscrewing fuse or switching circuit

breaker to the off position before installing, removing, cleaning, or servicing this thermostat.

 Read all of the information in this manual before installing this thermostat.

 Only a professional contractor should install this thermostat.

 All wiring must conform to local and national building and electrical codes and ordinances.

 This thermostat has a removable fuse to protect the system from damage. If system is not

operating properly, check wiring and replace fuse if necessary.

 Use this thermostat only as described in this manual.

SAS810FCT-7 –S FAN COIL THERMOSTAT
Application: Heat/cool, 3speed fan, 2 pipe fan coil unit

Installation and operation instructions
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OPERATION

The Thermostat Buttons and Switches

1 Time setting button
2 Fan speed option button (HI MED LOW AUTO).
3 Configuration menu option /mode button

4 Raises temperature setting

5 Power /OK button

6 Lowers temperature setting.

The Display

7 Shows thermostat is in heating mode

8 Shows thermostat is in cooling mode
9 Indicate the output to motorized valve is ON or OFF
10 Shows time setting

11 Shows set temperature

12 Shows fan speed option（HI、MED、LOW and Auto）
13 Shows thermostat is measuring room temperature
14 Shows thermostat is in permanent hold mode

INSTALLTHE THERMOSTAT
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654

3

2

1

Figure 1

Figure 1

12 9

11

10

13

14

7

8

Figure 2



3

WIRING DIAGRAM
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Figure 4

CHECK THERMOSTATOPERATION

Switch on the thermostat

Fan operation

1. Push button ② display will show and Auto separately means fan rotate in HI MED

LOW or AUTO speed.

2. If you select AUTO speed, fan operation will change speed according to the difference between

the room temperature and set temperature. If room temperature is 3℃ higher than setting

temperature in cooling, fan will run in HI speed. If room temperature is 2℃- 3℃ higher than

setting temperature in cooling, fan will run in Medium speed. If room temperature is 0℃-2℃

higher than setting temperature in cooling , fan will run in Low speed.

Heating system operation

1. Press system switch to heat mode ( )
2. Press “+“ to adjust thermostat setting above room temperature. The heating system and

motorized valve should start to operate. Display will show “ ” .

3. Press “-” to adjust temperature setting below room temperature. The heating system and

motorized valve should stop operating. Display will show “ ”.

4. When the outer sensor testing temperature less than 34 ℃ all fan is prohibited in output，Only

when the outer sensor testing temperature higher than 36 ℃ above, all fan to allow output， In

34 ℃, 35 ℃ between all fan can keep the original state unchanged。This will prevent the water

temperature is not enough, leading to the blow a cold wind over phenomenon of.

Cooling system operation

1. Press system switch to heat mode ( )
2. Press “-“ to adjust thermostat setting below room temperature. The cooling system and

motorized valve should start to operate. Display will show “ ” .

3. Press “+” to adjust temperature setting above room temperature. The cooling system and
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motorized valve should stop operating. Display will show “ ”.

CONFIGURATION

The configuration menu allows you to set certain thermostat operating characteristics to your

system or personal requirements. Switch off the thermostat and hold the Button for over 5

second till power on again means you have entered the first configuration menu item. There are 11

menu items. Press button to change to the next item. Press “＋”or“－”to select.

To exit the menu and return to the normal operation, switch off the thermostat and switch it on

again. If no keys are pressed within 20 seconds the thermostat will be switched off.

To revert to factory default setting , push button for over 3 seconds. Display will show

“DEF” blinking 3 times and return to Menu item 1 indicates all the configuration setting has

reverted to factory default setting.

Item
Press

buttons

Displayed

（factory default）
Press“+”、“-”to select Descriptions

1 (0 ) -4 --- +4 Adjust temperature coefficient

2 （35.0℃/95℉） 18℃(64℉)—35℃(95℉) Select maximum setting temperature

3
（05.0℃/41℉）

5℃(41℉)—20℃(68℉) Select minimum setting temperature

4 (2) 1/2/3 Select display backlight mode

5
（ ） / Fan stop option

6 （ ） / Select ℉ or ℃ readout.

7 （ ） / Memorize power on/off option before power loss

8 (7) 0/2/3/7 Programming day in one week option

9 （4） 4/6 Programming period per day option

10 (24) 12/24 Selection of time scale

11 ( ) / Select pump protection

12 Press button revert to the program operation

1) Select temperature recalibrates Adjustment 4 LO to 4 HI -

The display will show “ ” and its default setting value 0 flashing in the configuration menu.
Using “+”，“-” button to select from “–4” to “+4”. You can adjust the room temperature display
up to 4 lower or higher.

2) Select maximum temperature

The display will show 35℃(95℉)which is the default factory maximum temperature limitation.
Using “+” or “-” button to set the maximum limitation. It can be change from 18℃ (64℉) to
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35℃ (95℉).

3) Select minimum temperature

The display will show5℃(41℉), which is the default factory minimum temperature limitation,
Using “+” or “-” button to set the minimum temperature limitation. It can be change
from5℃(41℉) to 20℃(68℉).

4) Select display backlight mode
The display backlight improves display contrast in low lighting conditions. Factory default is 2.
Select 1 the display will keep the light off continuously.
Select 2 the light will be on when any button of the thermostat is touched.
Select 3 the display will keep the light on.

5) Select fan stop option
The display will show “ ” which is the factory default setting for fan option. Using “+”or “-”
button to select between “ ” or “ ”. “ ” means the fan will not be turned off fan whether
there is no demand for cooling or heating. “ ” means fan will be turned on only when there
is demand for cooling or heating.

6) Select℉ or℃ readout.
Using “+” or “-” button to change the display readout to Centigrade or Fahrenheit as required.
Factory default is℃.

7) Memorize power on/off option before power loss
Using “+” or “-” button to select between “ ” or “ ”. Factory default is “ ”. “ ” means
the thermostat will Memorize its ON or OFF status before power loss. After power supply
comes to normal again, the thermostat will remain ON or OFF according to what it is before
power loss. “ ” means no matter the thermostat is switched on or off before power loss, after
the power supply comes to normal again the thermostat will keep power off.

8) Programming day in one week option
There is an option for 7 individual day programming or 5 (weekday) + 1(Sat.) + 1(Sun.) or 5
(weekday) + 2(weekend) programming. The default setting is “7”
7 indicate 7 individual day programming;
3 indicate 5+1+1 programming.;
2 indicate 5+2 programming.;
0 indicate Non-programmable.

9) Programming period per day option
4 indicate 4 period programming per day;
6 means 6 period programming per day. The default setting is “4”
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10) Selection of time scale
24: 24hours clock ;12: 12hours clock, The default setting is “24”

11) Select pump protection mode
The display will show “ ”which is the factory default setting for pump protection mode. Using
“+” & “-” button to select between “ ” and “ ”.
Select will activate pump protection mode.
Select will cancel the function. It is recommended to activate the pump at least 30 second every
24 hours in order to avoid any seizing.

12) Press button revert to the program operation.

Manual Operation
1. Set current day and time
1) Momentarily Press button The display will show indicates you have now entered into

time setting.
2) Press button once again. The display will only show the minutes flashing
3) Press and hold either “+”、“-” until you reach the correct minutes
4) Press button once again. The display will only show the hour flashing.
5) Press and hold either “+”、“-”until you reach the correct hour
6) Press button once again. The display will show the day of the week flashing.
7) Press “+”、“-”until you reach the correct day of the week

Press button or once. The display will show the correct day of the week and the
time. If no keys are pressed within 20 seconds, the thermostat will revert to program operation.

2. Program operation and Hold temperature operation
Momentarily press button for over 3 second , the thermostat will enter into program operation

mode. Press button over 3 second to enter into hold temperature operation. shows when
thermostat is in hold temperature operation..Press “+”、 “-” until the temperature you want is
displayed. During hold temperature operation ,the thermostat will hold the room temperature at the
selected setting temperature until press button revert to the program operation

3. Temperature override
During program operation, Press ▲ or▼ until the temperature you want is displayed. The
thermostat will override the current programming and keep the room temperature at the selected
temperature until the next program period begins. Then the thermostat will automatically revert to
the program.

4. Planning your program
Look at the factory preprogrammed times and temperatures shown in the sample schedule. If this
program will suit your needs, simply press the button to begin running the factory preset
program. If you want to change the preprogrammed time and temperature, follow these steps.
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Determine the times period and temperature for your program. You can set program for 7
individual day or 5 workday and 1 Saturday and 1 Sunday or 5 workday and 2 weekend. (See
configuration menu item 8). You can choose cooling/heating temperature and start time
independently. Use the table to plan your program time periods and the temperatures you want
during each period. Fill in the complete table to have a record of your program.
Samples cooling Schedule Plan for 7 individual day;4 period per day
(Factory default program setting)
Cooling Schedule Plan
Day 1 2 3 4

Time Temp Time Temp Time Temp Time Temp

1 6:00 24℃ 8:00 28℃ 18:00 24℃ 22:00 25℃

2 6:00 24℃ 8:00 28℃ 18:00 24℃ 22:00 25℃

3 6:00 24℃ 8:00 28℃ 18:00 24℃ 22:00 25℃

4 6:00 24℃ 8:00 28℃ 18:00 24℃ 22:00 25℃

5 6:00 24℃ 8:00 28℃ 18:00 24℃ 22:00 25℃

6 6:00 24℃ 8:00 28℃ 18:00 24℃ 22:00 25℃

7 6:00 24℃ 8:00 28℃ 18:00 24℃ 22:00 25℃

Heating Schedule Plan

Day 1 2 3 4

Time Temp Time Temp Time Temp Time Temp

1 6:00 21℃ 8:00 16.5℃ 18:00 21℃ 22:00 20℃

2 6:00 21℃ 8:00 16.5℃ 18:00 21℃ 22:00 20℃

3 6:00 21℃ 8:00 16.5℃ 18:00 21℃ 22:00 20℃

4 6:00 21℃ 8:00 16.5℃ 18:00 21℃ 22:00 20℃

5 6:00 21℃ 8:00 16.5℃ 18:00 21℃ 22:00 20℃

6 6:00 21℃ 8:00 16.5℃ 18:00 21℃ 22:00 20℃

7 6:00 21℃ 8:00 16.5℃ 18:00 21℃ 22:00 20℃

Enter 7 days Cooling /Heating Program

1) Switch on the thermostat ,if the thermostat is in cooling mode, Long press button enter

cooling program; if the thermostat is in heating mode, Long press button enter heating

program. 1 (indicating Monday program) will appear in the display. If the display shows 1 2 3

4 5, indicating that the 5-day program will be modified, you have a 5+1+1 day model or 5+2

model. (See configuration menu item 8). Press +、- to change the day you about to make

program.

2) Press button again , the selected day for programming will be shown . Also be displayed

are the currently programmed start times (flashing)for the 1st cooling/heating period and the

currently programmed temperature .Press +、- to change the displayed time you want. The
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time will change in 15-minute increments.

3) Press button once (the programmed temperature will flash). Press +、- until your selected

temperature appears.

4) Press button once，the currently programmed start time and set point temperature for the

2nd cooling/heating program period will appear

5) Repeat steps 2 and 3 to select the start time and cooling /heating temperature for the 2nd

cooling/heating program period.

6) Repeat steps 2 through 4 for the 3rd and 4th cooling /heating program periods. If 6 period per

day selected in the configuration menu item 9, only 6 period can be programmed each day.

7) Press once. “2” (indicating Tuesday program) will appear in the display, along with the start

time for the 1st cooling/heating period and the currently programmed temperature. If the

display shows 6, indicating that Saturday program will be modified in 5+1+1 day model. If the

display shows “6 7”, indicating that weekend program will be modified in 5+2 day model.

8) Repeat steps 2 through 7 to complete Tuesday (7 day model) or Saturday (5+1+1 day model)

cooling/heating programming.

9) Continue entering each day’s programming until all cooling/heating periods time and

temperatures have been entered.

10) When you have completed entering your cooling /heating program, press to begin running

program operation.

To revert to factory default setting , push button for over 3 seconds. Display will show
“DEF” blinking 3 times and return to the 1st cooling/heating period indicates all the setting has

reverted to factory default setting. If no keys are pressed within 20 sec, the thermostat will revert to

program operation.

CUSTOMERASSISTANCE
After reading this guide, if you have any question about the operation of your thermostat,

please contact your installer or service provider.
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