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SV80 series of electric valve operating instructions

Product Summary:

SV80 series of electric valve is mainly used in central air conditioning cooling or
heating water system, according to the actual needs of the precise control of cold, heat
medium flow, will not cause dramatic changes in temperature, to achieve the purpose of
accurate control of room temperature.The control valve is driven by a bidirectional motor,
motor and controller through the public side, the open end to the closed end connection.The
internal use of plastic stents for flame retardant ABS material, zinc alloy with rotating sleeve,
the internal parts are more durable. Gear materials composed of brass.

Product Characters:

 Large flow,no blocking by the slag,shut off the pressure difference is big
 The actuator can be installed after the installation of the equipment and the pipeline, so

as to improve the installation efficiency
 The actuator adopts eccentric structure, the valve can be installed close to the wall
 The actuator is simple and convenient in disassembly and assembly，After the removal

of the valve body can be used ordinary tool switch
 The actuator can be matched with "1/2, 3/4", 1 "three kinds of body
 The actuator can be assembled in 2 directions, which is convenient for wiring and

maintenance
 Well waterproof and dustproof features (IP65)
 The outside environment of cold / heat can’t transfer to the actuator.
 Soft shut-off and open, to eliminate water hammer in most applications
 Motor doesn’t bear any forces when valve is not in motion extending service life
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Technical Parameters:

 Types: 2-way Valve, 3-way Valve (side), 3-way Valve (base)
 Operating Mode: 3-point control 24VAC or on/off
 Power supply: AC220V, AC24V
 Power Consumption: 5W(during valve position change)
 Running Time: 15sec.(50Hz)/12 sec.(60Hz)
 Seal: 2 EPDM O-rings, lubricated
 Pressure Rating : 2MPa
 Media Temp.Range: 1℃ to 95℃
 Max Differential Pressure: 1MPa
 Protection Grade: IP65
 Servicing: maintenance free

Product Selection:

Product
name

Type
（Three line
control two）

Type
（Three line
control one）

Caliber The selection of key
reference

Electric two
way ball
valve

SV80215A SV80215B DN15
Optional three wire one control or
three wire two control wiring
Specifications：DN15，DN20，DN25
medium： Cold or hot water and
60% ethylene glycol
valve body：Forging brass
Optional forging brass nickel
plated
Ball valve：Stainless steel
The stem：brass
The surface of the valve body：
Surface treatment of spiral
vibration grinder
spool ： Special rubber NBR
composition, high strength, aging
resistance, high temperature
resistance

SV80220A SV80220B DN20

SV80225A SV80225B DN25

Electric three
way ball
valve

SV80315A SV80315B DN15

SV80320A SV80320B DN20

SV80325A SV80325B DN25
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Dimension

Valve
Size

Dimensions Kv
ValueL (mm) L1 (mm) L2 (mm) H (mm) S (mm)

1/2” 64±1 31.5 31.5 31.5 27 4.62

3/4” 66±1 32.5 32.5 32.5 32 7.5

1” 74±1 36.5 36.5 36.5 40 13.02
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Wiring Diagram

Three wire two control

Three wire one control


